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Robust high bay lighting solution for animal husbandry

Benefits
•	 High color rendering for milk quality evaluation.

•	 Optimized spectrum for animal eye sensitivity and biological effects.

•	 Night and twilight sequences possible.

•	 Controllability enables integration of intelligent lighting management systems.

Characteristics

Electrical characteristics
Connection Open cables
THD < 20% full load

Rated voltage

220-240V
Frequency

0-50/60Hz

Photometrical characteristics
SDCM < 3

Sheds Farm

Mechanical characteristics
Housing Copper-free casing aluminium alloy with

surface protected against impacts and
corrosive environments

Diffuser Hardened glass
Cable entry 1 cable gland M20 + 1 stopping plug M20
Eyebolt Stainless steel

Functional characteristics
Lifetime L80 50,000 hours at 25º
Guarantee 5 years
Fire protection Flammability (UL94): HB

Glow wire test (EN 60695-2-11): 650º

Compliance

OutdoorIndoor Suspended

+50ºC

-30ºC

NEBRA
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NEBRA

Description

Operational data

Dimensions and logistics

Please check with our Back Office to confirm logistic data

FAMILY OPTICS LUMINOUS FLUX (lm) CRI LIGHT COLOUR 
(K) DRIVER

NEBRA G3 XB: 110º 120: 12000 
220: 22000

9: >90 65: 6500 ETDD: DALI dimmable (10-
100%)

Special options under request

Description Ø Y

mm mm L x W x H
mm

Pcs./
Box

Box Groupage
Pcs./Euro pallet

Double pallet
Pcs./Euro pallet

NEBRA G3... 360 120 360 x 360 x 176 1 7.3 48 48

Description Order number Luminous flux 
(lm)

Power
(W)

Efficiency
(lm/W)

Light colour 
(K)

CRI

NEBRA G3 XB 120-965 ETDD 10336787 12000 80 150 6500 >90 X X X X
NEBRA G3 XB 220-965 ETDD 10336788 22000 150 146 6500 >90 X X X X

Light spectra
Daylight White


